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Reliable connections – 
worldwide!

Installation: 
Flap Valve FV wall-mounted

1.	 Attach the flap valve in the desired wall position, with 
the hinge at 12 o‘clock-position. Check this with a spirit 
level. Mark the bore positions. If the mounting surface 
of the hole with flat countersink is insufficient, use 
alternative holes at the same distance.

2.	 Remove the flap valve and drill holes of the correct size 
(see table) at the marked positions, ensuring that the 
drilling depth matches the requirements in the table 
below. Clean the drill holes and wall surface of any dirt.

3.	 Insert the chemical anchor capsules into the drill holes. 

4.	 Using a hammer drill, drill the supplied bolts into the 
holes and the capsules until the depth of the hole is 
reached. Excess capsule residue can escape from the 
hole, so be careful when inserting the bolts. Allow the 

liquid to cure (see table for curing times).

5.	 Place the flap valve over the bolts.

6.	 Place the washers and nuts on the bolts and tighten to 
the recommended torque (see table).

Screws Drill Drill Depth Torque

M8 10 mm 80 mm 10 Nm
 
Curing times:

Temp °C Curing time Temp °C Curing time
-15 to -10 30 h +6 to +10 30 min

-9 to -5 16 h +11 to +20 20 min
-4 to 0 10 h +21 to +30 5 min

+1 to +5 45 min +31 to +40 3 min

Data sheet available online at: 
fernco.de/en/product/flap-valves

Installation Video on YouTube: 
qrco.de/bfWrbw
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Reliable connections – 
worldwide!

Installation: 
Flap Valve FVS with coupling SC

1.	 Ensure that the flap is perpendicular to the end of the 
pipe. Clean any dirt from the inside surface of the pipe.

2.	 Slide the coupling onto the pipe.

3.	 Depending on the application, a bush may be required 
to increase the outer diameter of the spigot end of the 
flap valve. In this case, place the supplied bush on the 
spigot end of the flap valve and push it as far as it will 
go.

4.	 If no bush is required: Measure half the coupling‘s 
length and draw a mark on the spigot end of 

the flap valve. Then push the spigot end into 
the pipe end until the marking is reached. 
When using a bush: Push the spigot end of the flap 
valve into the pipe end until it touches the bush. When 
inserting, ensure that the hinge of the flap valve is at 
12 o‘clock.

5.	 Slide the coupling back over the bush/spigot end.

6.	 Tighten the coupling to the torque specified on the 
label.

Data sheet available online at: 
fernco.de/en/product/flap-valves

Installation Video on YouTube: 
qrco.de/bfWrbw
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Reliable connections – 
worldwide!

Installation: 
Flap Valve FVS with Sealing tape

Ensure that the flap is perpendicular to the end of the 
pipe. Clean any dirt from the inside surface of the pipe. 
1.	 Remove the self-adhesive protective film from the 

sealing tape supplied and wrap it around the outer 
surface of the pipe spigot.

2.	 Make sure that the outer diameter of the wrap is now 
approx. 5 mm larger than the inner diameter of the 

pipe to ensure a tight fit.

3.	 Insert the spigot end of the flap valve into the 
pipe until the pipe end is flush with the pipe 
stop of the flap valve. When inserting, make 
sure that the hinge of the flap is at 12 o‘clock. 

Product 
code

Spigot OD 
(mm)

EPDM Thickness  
(mm)

Maximum number 
of layers

EPDM Cut length 
(mm)

ID range bandage on pipe  
(pipe bore mm)

FVS100 90 5 3.5 1359 92 – 125
FVS150 144 5 3.5 2042 146 – 179
FVS200 181 5 3.5 2510 183 – 216
FVS250 228 5 3.5 3104 230 – 263
FVS300 289 5 3.5 3876 291 – 324
FVS350 336 5 3.5 4470 338 – 368
FVS400 367 5 3.5 4862 369 – 402
FVS450 415 5 3.5 5469 417 – 450
FVS500 457 5 3.5 6000 459 – 492

FVS600 579 5 3.5 7543 581 – 614

Data sheet available online at: 
fernco.de/en/product/flap-valves


