S Ferrico

High Pressure Couplings

« Sizes from 21 mm to 2090 mm

« Pressure-tight up to 40 bar

« W5 quality

T: +49 (0)5651 2296400 www.fernco.eu




High Pressure Couplings

With the Fernco high pressure couplings you connect pipes
the easy way. Better than a threaded connection, quicker than a
welded connection and safer than a flanged connection.

The stainless steel coupling has a number of advantages com-
pared to similar couplers. A patented seal that eliminates the
risk of leakage and a special shaped anchoring grip ring, which
ensures a reliable, restraint connection.

Moreover the Fernco high pressure coupling can be installed
fast and thanks to the wide range, it can effortlessly connect
different types of pipes with various outside diameters. Better,
quicker and safer.

The product offers you an easy to install, time saving and money
saving solution.

The product has approvals for several applications such as ship-
building, offshore, water treatment, chemical process industry,
commercial buildings and infrastructure.
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What is a Fernco High Pressure coupling?

Applications:

Pipe systems for drinking water, sewage, compressed air, gases, liquids and coolants,

heating and air conditioning.

+ Use as an alternative to:
- welded joints
- flanged connections
- screw connections

A seawater resistant (W5) pipe
connection

« For metal and plastic pipes
« Design features for easy installation

Diameter ranges / sealing material

Product Type Available product range (OD)

HP — FLEX 21 -2090 mm
HP-GRIP 21 -745mm
HP-PLAST GRIP 39 -640 mm
HP-COMBI GRIP 39 -640 mm
HP-REP 33-745mm

Elastomer materials

EPDM, NBR, VITON
EPDM, NBR, VITON
EPDM, NBR, VITON
EPDM, NBR, VITON

EPDM, NBR, VITON

Range of High Pressure couplings

HP-Flex - For the connection of:

* Metal with metal

Safe, flexible and tight

» Plastic with plastic » Patented elastomer seal
» Metal with plastic » Always W5 (V4A) quality
» Many other materials

HP-Grip - For the connection of:

» Metal with metal 2 claw rings for reliable hold
 Axial tension-resistant o Always W5 (V4A) quality
connection

» Patented elastomer seal

HP-Plastgrip - For the connection of:

« Plastic with plastic e 2 special claw rings for
* Axial tension-resistant reliable hold
connection o Always W5 (V4A) quality

» Patented elastomer seal

HP-Combigrip - For the connection of:

» Metal with plastic

1 claw ring for metal

» Axial tension-resistant
connection

1 special claw ring for plastic
Always W5 (V4A) quality

» Patented elastomer seal

HP-Rep - For the connection of:

o Metal with metal « For retrofitting in case of leaks
« Metal with plastic installation under pressure
possible

Always W5 (V4A) quality

» Plastic with plastic

» Many other materials
* Repair coupling



Fernco High Pressure Couplings

Type: FLEX

Our most flexible high pressure coupling.

The'Flex'is a high performance coupling to connect a variety of pipe
materials within high pressure systems. High quality W5 (V4A) stainless steel
materials along with unique design features ensures connections are
air and liquid tight up to 40 bar.

Along with the flexibility of a variety of pipe material solutions the coupling
has been designed with the installer in mind and thus makes the installation
easy and hassle-free.

Product Type  Available product range (OD) Elastomer materials

HP-F1S 21 -2090 mm EPDM, NBR, VITON

w Technical Specifications

W5 Quality , Solid Bolts

No steel strip insert

Patented FPDM seal -~

More Info at:
www.fernco.eu

« W5 = All parts stainless steel 1.4571 or equivalent (seawater resistant)
« W4 = All parts stainless steel 1.4301
« W2 = Stainless steel housing 1.4301 / lock galvanized

Benefits

« To connect metal — plastic « For flexible jointing

« To connect metal — metal « Patented wedge shaped seal

« To connect plastic - plastic « Stainless steel 1.4571 (W5) quality



Fernco High Pressure Couplings

Type: GRIP

The reassurance of a stong GRIP.

The 'Grip' carries the same quality features and performance assurances as
all Fernco high pressure couplings but with a Claw Ring that provides a high
strength connection onto metal pipes.

The Grip coupling is paticularly useful when an axial tension-resistant
connection is required.

Product Type  Available product range (OD) Elastomer materials

HP-G1S 21 =745 mm EPDM, NBR, VITON

w Technical Specifications

W5 Quality , Solid Bolts

No steel strip insert

Patented EPDM seal

v Claw ring

More Information:
www.fernco.eu

« W5 = All parts stainless steel 1.4571 or equivalent (seawater resistant)
o W4 = All parts stainless steel 1.4301
» W2 = Stainless steel housing 1.4301 / lock galvanized

Benefits

« To connect metal — metal « 2 grip rings for metal pipes

« For restraint jointing « Stainless steel 14571 (W5) quality

« Patented wedge shaped seal



1. Line up the High Pressure (HP) coupling centrally over the gap between
the two pipes and mark either side of the coupling.

2. Place the HP coupling over one of the pipes then slide the remaing
pipe up to the coupling.

3. Allow there to be a gap between each pipe which will be indicated by
the marks on each side created earlier on either side of the coupling.

4. Tighten up the loose bolts with a drill/allen key making sure to keep
switching between the each bolt ensuring they are tightned up evenly.

5. Finally use a torque wrench to evenly tighten up the bolts to the
required torque.
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DINEN 681  KTW 1.3.13
DINEN 682  W270
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More info at: www.fernco.eu

Approvals

TUV NORD IACS Bureau Veritas
[VERITAS |
1SO: 9001:2008 According to IACS Standard
1SO: 14001:2004 P2 rules for piping design,

construction and testing

Class NK

ClassNK

Lloyd's Register DET Norske Veritas / RINA Services
Germanischer Lloyd’s

“onver

Korean Register

4

EQREAN REGISTER

American Bureau Russian Martime China Classification
of Shipping Register of Shipping Society

TP, PTRAR PR




-

Universal use

pen

Joins pipes of similar or
dissimilar materials

Quick and simple repairs
of damaged pipes without
service interruptions

Installation and sealing
principle consistent

Benefits:

Reliable

Stress free, flexible pipe joint

Compensates axial
movement and angular
deflection

Pressure resistant and leak
tight even with inaccurate
pipe assembly

Space saving

Compact design for space
saving installation of pipes

Need:s little space

Choice of mounting
position
Lightweight

Increases the payload
throughout the range Dampens water hammer, ) P yl ded
¢ Axially restrained or axially vibration and structure- No expensive tools neede
flexible (compensator) borne noise
versions available
Safe Damping Long lasting stress free
o

Absorbs vibrations/
oscillations

Reduces pressure surges

No fire or explosion hazard
during installation

No cost for protective
measures
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Increases the life of valves
and systems

Compensates axial offset
and angles

Coupler and compensator
inone
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Corrosion resistant

Good resistance to
temperature and chemicals
Progressive seal and
anchorage

Low torque guarantees
long service life
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Scan the QR
product page

Reliable connections —
worldwidel

Your direct connection to us ...

Fernco GmbH ’) General Enquiries
ﬁ ?;;%%ﬂg”% 31 ; +49 (0)5651 2296 -400 }@< sales@fernco.de
e AN Orders
order@fernco.de

... or visit us online:

gi www.fernco.eu
m linkedin / Fernco GmbH

www.findmycoupling.com instagram / @FerncoGmbH

facebook / Fernco GmbH youtube / @FerncoGmbH



